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Product Features

Black White

use the pre-set switch to set color

temperature before installation.

W      N       C
3000K-4000K-5500K

SPECIFICATION

Power          Model            Fitting Color          CRI           Beam Angle          CCT FLUX            Dimmable   

2*5W ST-2929-WH White ≥80 60°            470lm NO

 3000K-4000K-5500K  2*5W ST-2929-BK Black ≥80 60 °            450lm NO

Outdoor Lighting IP54&IK02
Pre-set tri-color-temperature switch
for driverse needs

2*5W St-2929 UP& DOWN
New generation SMD LED chip

Long life sapn with low power consumption
Easy installation
Three years repalcement warranty

Long life,
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Technical Specification 

Model 

Watts  2*5W

Input Voltage  AC 220~240

Power Factor 

Direction of Light       UP&Down

Colour Temp.  3000k-4000K-5500k 

CRI  Ra>80    

Lumens Output  MAX470lm  

Size (L*W*D)  180*102*90mm 

IP Grade  IP 54 

ST -2929
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* The information in this datasheet may be changed by Everglow Lighting at any time without prior notice.

2*5W HIGH EFFICIENCY  UP AND DOWN WALL LIGHT 

3A AUSTRALIA LIGHTING

E-mail:  3alighting @gmail.com




